
NNiillffiisskk Turbo Nozzle / Power Nozzle
Carpet Beater Bar Floor Nozzles

The EPA’s Lead RRP requires contractors to use a HEPA Filter
vacuum cleaner when performing renovation, repair or painting
projects on homes and schools built before 1978. For carpeted
work areas, the vacuum must be equipped with a carpet beater
bar floor nozzle.

This type of floor nozzle connects to the vacuum’s hose and is
equipped with a rotating brush that spins while the vacuum is in
use.  This movement agitates the carpet and loosens any lead dust
that might be stuck in carpet fibers.

Nilfisk offers two versions of carpet beater bar floor tools for use
with our HEPA filter vacuum cleaners, the Turbo Nozzle and
Power Nozzle.

The Turbo Nozzle’s carpet beater bar is powered by the working
air of the vacuum, while the Power Nozzle is powered by
electricity, plugging into a special outlet on the vacuum.

Both nozzles are extremely effective in thoroughly cleaning the
work area. 

For more information, contact our customer service department
at 1-800-645-3475 or visit www.nilfiskcfm.com.
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GD 10 Back 56649625 (32 mm) N/A

GD 930 56649625 (32 mm) M70032 

UZ 934 56649625 (32 mm) N/A

UZ 964 56649625 (32 mm) N/A

GM 80 56649625 (32 mm)
M70030

(For GM 80 model # 01790032 only)

Eliminator I 01719415 (38 mm) N/A

Eliminator II 01719415 (38 mm) N/A
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1-800-645-3475
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Nilfisk Turbo Nozzle

Nilfisk Power Nozzle Kit

*Featured photos are of the 56649625 Turbo Nozzle and M70032 Power Nozzle. Specifications and design are subject to change without notice.


