
SPECIFICATIONS

Thickness 9mil

Backing Material PE Coated Cloth

Tape Color Silver

Adhesion Strength 70 oz/in

Tensile Strength 24 lb/in

Elongation 20%

Operating Temperature 40 to 200 degrees Fahrenheit

VOC Content <3 g/L
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RaptorGrip™  
General Purpose Duct Tape
Designed for professional contractors, RaptorGrip’s unique 
formulation of PE-Coated backing and natural rubber based 
adhesive provides a superior blend for a strong bond to 
most surfaces. Other features include moisture resistance, 
conformability to a wide variety of surfaces and resists twisting 
and curling. Also, Low VOC content qualifies under LEED (EQ 
Credit 4.1)

Ideally suited for:

•  Binding/bundling, such as securing carpets and padding

• Sealing off/securing waste disposal bags

• Plumbing repair

• Heavy duty carton sealing

• General repair and patching

ITEM DESCRIPTION

2646-4382 RaptorGrip General Duct Tape 9 Mil
48mm x 55m (1.88in x 60yds), 24 rolls

2647-4383 RaptorGrip Duct Tape, 9 Mil
72mm x 55mm (2.83in x 60 yds), 16 rolls

FEATURES

 X PE coated cloth backing

 X Natural rubber based adhesive

 X Strong bond to most surfaces

 X Moisture resistance

 X Good surface conformability

 X Resists twisting and curling

 X Low VOC content

 X Can contribute toward satisfying EQ Credit 
4.1 (Low Emitting Materials) under LEED


